


Performance per fan speed 1 2 3 4 5 6

Nominal �ow rate 40 75 130 170 200 275 cfm

Sound pressure (at 1m distance)3 37 46 56 60 64 68 dB(A)

Power consumption4 7 15 42 51 73 134 W

Room size5 394 ft2

Room size6 1030 ft2

Airborne microbial pollutant removal rate7

In�uenza A virus (H1N1) > 99.99 %

Staphylococcus albus (bacteria) > 99.90 %

Aspergillus niger (mold) 99.99 %

Cat allergen (Felis domesticus, Fel d1) > 98.31 %

Dog allergen (Canis familiars, Can f1) > 98.27 %

General

Filter stages 3 stages – pre-�lter, gas-phase cartridge, cartridge sleeve 

Sensors Particulate matter

Air quality display Color-scale indicator

Control Smartphone app and device control panel

Mounting / positioning Floor standing with castors included

Connectivity Wi-Fi 802.11 b/g/n, 2.4 GHz

Power rating 110-120 VAC, 50 – 60Hz

Dimensions (HxWxD) without Casters    28� x 15� x 16�

Weight, system incl. �lter                          44 lbs
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Filtration Con�guration

GC HEPA Pre-Filter H11 (S)

GC Filter Cartridge Set

GC Post-Filter Sleeve Set

Media Average Filter Life

non-woven glass micro�ber HEPA �lter, 
non off-gassing separators

MultiGas: granular activated carbon & impregnated alumina
VOC: granular activated carbon
ChemiSorber: granular impregnated alumina
AM: granular impregnated activated carbon

electrostatically charged �ber

Properties

Ef�ciency: �99% at � 0.3 microns (EN 1822
class H11); Surface area: 32 sq. ft. (3.0 m')

Surface area: 5.4 sq.ft. (0.5 m')

approx. 12 months

approx. 2.5 years

approx. 2.5 years

MultiGas: 12 lbs. (5.4 kg)
VOC: 9 lbs. (4.2 kg)
ChemiSorber: 17 lbs. (7.8 kg)
AM: 12 lbs. (5.4 kg)

[1] tolerance:± 10% 
[2] based on average daily usage of 1Oh on speed 3; �lter life can vary based on actual usage
[3] per EN ISO 3741; tolerance ±2 dB(A)
[4] per fan speed measured at 120V, 60Hz; tolerance ±10% + 6 cfm

[5] per AHAM AC-1-2020
[6] Based on 2 air changes per hour, at fan speed 6
[7] removal rate after 1 hour.  Conducted in a 30 m3 test chamber on fan speed 6
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